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REAL PROPERTY DESCRIPTION

CONSTRUCTION NOTES :

COMMUNICATIONS AND
ELECTRICAL CABINET

LOT 1 OF PLAN 154798
PARISH: MOOLOOLAH
COUNTY: CANNING

FIRE RATINGS

GENERAL

MAINTENANCE
SAFETY

SITE VERIFICATION

FIRE PROTECTION

MECHANICAL SHAFT

STAIR WALL

ROOF BEAMS

FLOOR BETWEEN UNITS

FLOOR BETWEEN UNITS
AND BASEMENT

-/90/90

90/90/90

90/60/30

90/90/90

120/120/120

90/90/90

90/90/90

-/60/60

120/120/120

90/90/90

EXTERNAL WALL
LOADBEARING

INTERNAL LOADBEARING

INTERNAL
NON-LOADBEARING

BASEMENT WALL
LOADBEARING

LIFT SHAFT

DRYING FACILITIES

VENTILATION

CONTROL JOINTS

WINDOWS

EXTERNAL FIXINGS
AND FITTINGS

HANDRAILS

STC RATINGS

FIRE EXTINGUISHERS

DISABLED WC
FACILITIES

NOTE:
FOR ALL CIVIL WORKS REFER TO CIVIL ENGINEERING DRAWINGS
FINAL LEVELS TO BE VERIFIED WITH HYDRAULICS & STRUCTURAL
ENGINEER BEFORE COMMENCEMENT OF CONSTRUCTION

COMMUNICATIONS AND
ELECTRICAL CABINET

COMMS/
ELECT

COMMS/
ELECT

ALL WORK TO COMPLY WITH BUILDING CODE OF AUSTRALIA
AMENDMENT 2004 AND ENSURE THAT LOCAL COUNCIL REQUIREMENTS
ARE MET. THIS CONSTRUCTION BEING CLASS  2 & 3 AND 7

PROVIDE A MAINTENANCE SAFETY ACCESS SYSTEM TO SAFELY
MAINTAIN THE EXTERNAL FACADE AND ROOF, DESIGNED AND
INSTALLED IN ACCORDANCE WITH AS 4488 PARTS 1 & 2

BEFORE COMMENCING CONSTRUCTION ALL DIMENSIONS,
EXISTING LEVELS, FINISHED LEVELS AND ALL SITE'SERVICES ARE TO BE
VERIFIED
ARCHITECTURAL DRAWINGS ARE TO BE READ IN CONJUNCTION
WITH ANY ASSOCIATED CONSULTANTS DRAWINGS

FIRE RATING TO COMPLY WITH PART C1 BCA FOR CLASS 2, 3 AND 7
TYPE A OF CONSTRUCTION
SEPARATION OF OPENINGS  TO COMPLY WITH PART C2 BCA
PROTECTION OF OPENINGS TO COMPLY WITH PART C3 BCA
FIRE DOORSET REQUIRED (AS NOTED "1HR ON DRAWINGS")
SHALL HAVE A MINIMUM FRL -/60/30 WITH MINIMUM 1 HOUR
RATED SELF CLOSER AND LEVER HARDWARE
FIRE DOORSET REQUIRED (AS NOTED "2HR ON DRAWINGS")
SHALL HAVE A MINIMUM FRL -/120/30 WITH MINIMUM 1 HOUR
RATED SELF CLOSER AND LEVER HARDWARE

PROVIDE DRYING FACILITY TO ALL CLASS 2 UNITS, CLOTHES DRYER TO
BE POSITIONED ABOVE WASHING MACHINE IN LAUNDRY REFER
DWGS 142 & 160
ALL BATHROOMS, LAUNDRIES, ENSUITES AND WC'S NOT NATURALLY
VENTLATED TO BE MECHANICALLY VENTILATED TO COMPLY WITH AS
1668.2, AS 3666 & BCA F4.5

GENERALLY WHERE FLUSH FINISH IS REQUIRED BETWEEN TWO
BUILDING ELEMENTS, PROVIDE A V-TYPE CONTROL JOINT
PROVIDE CONTROL JOINTS AT MAXIMUM 3 METRE CENTRES TO
EXTERNAL TILED AREAS SUCH AS BALCONIES, ENTRANCES, ETC
REFER TO STRUCTURAL ENGINEERS DRAWINGS FOR CONSTRUCTION
JOINTS

WINDOW FRAME AND GLAZING TO BE INSTALLED TO THE
CORRECT TERRAIN CATEGORY INCLUDING LOCAL PRESSURE
FACTORS AS NOTED ON STRUCTURAL DRAWINGS IN ACCORDANCE
WITH AS1288

TO BE NON-COMBUSTIBLE AND CORROSION-RESISTANT

HANDRAILING AND BALUSTRADING TO COMPLY WITH PARTS D2.16
AND D2.17 OF BCA. REFER TO DRAWING CD-A-115

AS NOTED ON WALL TYPE DRAWINGS 2723/116 - 117

PROVIDE PORTABLE FIRE EXTINGUISHERS IN ACCORDANCE
WITH E1.6 BCA LOCATED WITH EVERY FHR (2.5 kg DRY POWDER)

WC FACILITIES FOR PERSONS WITH A DISABILITY ARE REQUIRED TO COMPLY
WITH AS1428.1 WHICH HAS SPECIFIC REQUIREMENTS FOR :
• COMPARTMENT SIZE,
• DOOR SIDE CLEARANCES AND HARDWARE,
PAN LOCATION AND PAN SUITABLE FOR PERSONS WITH A DISABILITY MUST
COMPLY WITH AS1172,
• GRAB RAILS,
• HAND BASIN LOCATIONS AND CLEARANCES
• LOCATION OF TOILET ROLL HOLDER, LIGHT SWITCH , FLUSHING CONTROL,
MIRRORS AND HANDRYERS.
IT IS RECOMENDED THAT THE BUILDER BECOMES FAMILIAR WITH THE
STANDARDS PRIOR TO COMMENCEMENT OF FITOUT TO WC FACILITIES FOR
PERSONS WITH A DISABILITY.
REFER DRAWINGS 137 & 139 DETAILS OF DISABLED UNITS

COMMUNICATIONS AND
ELECTRICAL CABINET

COMMS/
ELECT
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